Trofazni elektro motori M160- M355

Production Standards
Casing Cast iron — unremovable feet Winding insulation Class F
Mounti'ng arrangement B3 Terminal box type 2 Casl iron components
Terminal box position On top (BS) End-shields assembly Through bosses
Rated valtage 400/690 V 50 Hz PRI ik

Fan cover Steel sheet

Pratection rating IP55 il Duty S1
Bearings Equipped for periodical greasing Efficiency eff2 (according to CEMEP)

mounting dimensions (mm) 3 "
Size = BE overall dimensions (mm)

A AB B C B H HD K P N MIT| S D F | GA L GD| AC | DB
M160M 254 | 320 210] 108]| 110] 160| 420 | 158|350 250|300 5| 19 | 42 | 12| 45 815 8 | 330 | M16
M160L - 254 | 320 | 250] 108 | 110] 160| 420 | 15| 350 250|300 5| 192 | 42 | 12| as 570 8 | 330 | M1B
M180M 27913551 241|121 110 180] 455 | 15| 350 250|300 5| 19 | 48 | 14| 51,5 700 9 | 380 | M18
M1B0OL 279|355| 27911211 110] 180| 455 | 15| 350|250 300 5] 19 | 48 | 14| 51,65| 740 9 | 380 | M16
M2Z200L 318 395|305 ] 133 | 110 | 200 | 505 19 | 400 | 300 350 | 5 19 55 | 16 59 TrQ 10 | 420 | M20
M2258S 4-6-8p 356|435 ]| 286 149 | 140 225| 665 | 191450 350400 5| 19 | 60 | 18| B4 815 | 11 | 470 | M20
M225M 2p 356|435 | 311 ) 149 | 110|225 555 | 19| 450| 350|400 5] 19 | 856 | 16| 59 820 | 10 | 470 | M20
M225M 4-6-8p 356|435 311 149140 225| 555 | 19450 350400 5| 19 | 60 | 18| &4 845 | 11 | 470 | M20
M250M 2p 406 | 490 | 349 | 168 | 140 ) 250 | 645 | 24 | 550| 450| 500| 5| 19 | 60 | 18| 64 930 | 11 | 515 | M20
M250M 4-6-8p 406|490 | 349 | 168 ) 140 | 250 645 | 24 | 550|450 500| 5| 19 | 65 | 18| 69 930 | 11 | 515 M20
M2B80S 2p 457 | 555| 368 190 | 140 | 280 715 24 |1 550|450 500 | 5 Y 65 | 18 69 e 11 | 585 | M20
M280S 4-6-8p 457 | 555|368 | 19011401280 7156 | 24 | 550| 450|500 5| 19 | 75 |20 79.5| 975 | 12 | 585 | Mmz20
M280M 2p 4571 5551419 190 ) 140|280} 715 | 24 | 550|450 | 500 5] 19 | 65 | 18] 69 | 1040| 11 | 585 | M20
M280M 4-6-8p 457 | 5551419 190] 140|280 715 | 24 | 550 | 450|500 5| 19 | 75 | 20| 79.5| 1040 | 12 | 585 | M20
M315S 2p 508|640 406 | 216 | 140 | 315) 870 | 28 | 660 | 550|600 6| 24 | 65 [ 18] 69 | 1190]| 11 | 630 | M20
M3153 4-6-8p 508 |6401406| 216 | 170|315 870 | 28| 660|550 6006 24 | 80 | 22| 85 | 1220 14 | 630 | M20
M315M Zp 508|640 | 457 | 216 | 140 | 315 870 | 28 | 660 | 550|600 | 6| 24 | 65 | 18| &2 1300| 11 | 630 | M20
M315M 4-6-8p 508|640 457 |1 216] 170|315 870 [ 28| 660 550|600]|6| 24 | 80 | 22| 85 1330 | 14 | 630 | M20
M315L 2p 508|640 | 508 | 216 | 140 | 315| 870 | 28 | 660 | 550|600 6| 24 | 65 | 18| &9 1300| 11 | 630 | M20
M315L 4-6-8P 508|640 | 508|216 | 170 | 315 870 | 28 {660 550|600 6| 24 | 80 | 22| 85 13301 14 | 630 | M20
M355M 2P 610]| 730 | 560 | 254 | 140 | 355| 1010 | 35 | 800|680 | 740 | 6| 24 | 70 | 20| 74,5] 1495 12 | 710 | M20
M355M 4-6-8P 610 730 | 560 2541 210| 355 1010} 35| 800|680 | 740 | 6| 24 | 100]| 28| 106 | 1565 16 | 710 | M24
M355L 2P 610 | 730 | 630|254 | 140 | 355 1010 | 35 | 800|680 | 740 | 6| 24 | 70 | 20| 74,5]| 1495 12 | 710 | M20
M355L 4-6-8P 610| 730 | 630 | 254 | 210 | 355} 1010 | 35 | 800|680 | 740 6| 24 | 100| 28| 106 | 1565| 16 | 710 | M24




Trofazni elektro motori

M160- M355

Sestopolni
|iga scle Pn n = In(400V) | coseg n Mn Mm/Mn | Ms/Mn | Is/in J 4 Weight
(kW) | (Hp) | (min ) (A) (Nm) kgm kg
M160M 6 F] 10 970 16,4 Brr 86 74 24 2.0 6.5 | 0.09231 118
M160L 6 11 15 970 23,3 | 0.78 | 87,5] 108 2,1 2 6.5 | 0,12870 145
M180L 6 15 20 970 30 0,81 89 148 27 2 7 0,2418 178
M200La 6 8.5 | 25 980 36.6 0,81 90 180 2.1 2,1 T 0,3417 207
M200Lb 6 22 30 980 42,5 0,83 90 214 2,1 24 & 0,4684 228
M225M 6 30 40 980 56,3 0.84 |91,5| 322 2,1 2 7 0,6269 265
MZ50M 6 37 50 980 67.5 0,86 92 360 2.1 2.1 7 0,97 370
M280S 6 45 60 980 81,68 0,86 |92,5| 438 2 2,1 z T2s 490
M280M 6 55 75 980 99,5 0,86 |92,8| 536 2 2 7 1,485 540
M3158 6 75 100 980 134,6 0.86 |93,5| 731 2 2 rd 4,11 990
M315M 6 90 125 980 161 (.86 53:4,? 877 2 2 7 4,28 1080
M315La 6 110 150 980 196,4 0,86 94 1072 2 2 (c074 5,45 1160
M315Lb 8] 132 | 180 980 2ol.5 0,87 | 94,2 1286 2 2 6,7 6,12 1210

Gusano kuciste
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